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CCTV Inspection Systems

Scanprobe hire department regards its
customer service as one of the best in the
business. With the UK’s Lowest hire prices.
We’ll beat any written quote. Guaranteed!

Our STEERABLE IPEK Crawler Systems
come as a complete package. 

Everything you need to carry out a 
survey is included in the price.

Scanprobe Techniques Hire Department offer explosion-proof
inspection cameras to ensure safety when a camera is required in
potentially harmful or hazardous environments, The EX Range from IPEK
offers ATEX Zone 1 approval for absolute safety and reliability when
operating in explosion-protected zones.

Explosion-Proof Range

/Scanprobe @ScanprobeLTD

Our hire rates vary on long periods of time. Hire rates include a free monthly service on the equipment. We will match and beat any price guaranteed. So if you can find a
camera anywhere cheaper, please let us know (we will require proof and equipment specifications).  There are no discounts offered for 1-7days, these are set rates. All
discounts are based on a 4-week month and are discounted from the standard week rate.  A standard week is 7-days i.e. Monday to Monday and so on.  Day rate terms:
Monday to Thursday ‘one day’ hire is one 24-hour period. If hire commences on Friday the ‘one day’ will be 7:30am to 5:00pm On a Friday hire, if the unit is not returned
by 5:00pm then a ‘one day’ hire charge will be added for the weekend. There is no charge for Sundays.  We offer a try before you buy policy, in which up to 1-weeks hire
can be deducted if you decide to purchase a new unit. Please speak to our salesman for further details.

Authorised Dealer

Email hire@scanprobe.com or visit our website www.scanprobe.com

CALL US NOW 020 3253 2001

Scanprobe Techniques Ltd Unit 11 Bushey Close, Old Barn Lane, Kenley, Surrey CR8 5AU
Tel: 020 3253 2001 Fax: 020 8660 5074 Email: hire@scanprobe.com



EMOTIONAL TECHNOLOGY 

• Multi-functional portable operator panel suitable for 
ROVION® and AGILIOS™ and ReportableBox

• Basis for operating software VISIONREPORT

• Inspection according to predefi ned standards

• Data display can be customized as desired

• Video recording in MPEG-4 AVC/H.264, picture 
recording in .BMP

• Data storage on an internal CF-card (64GB)

• Data transfer via USB and Ethernet

• Touch-Screen suitable for daylight with a resolution of 
800 x 600 px

• Keyboard & mouse can be connected via USB

• Low weight and ergonomic design for optimal operator 
convenience

• Detachable belt

Units/Panels

VISIONCONTROL VC200 - Mobile control panel
The ROVION® pipeline inspection system is equipped with the VC200 central control panel and the VISIONCONTROL software. This control 
panel can also be used with other iPEK systems. 

Technical data - VISIONCONTROL VC200

Equipment integrated monitor (SVGA), text generator, 
operation hour counter, touch-screen, soft-
ware VISIONREPORT

Screen size (diagonal) 8.4“

Screen resolution 600 x 800 px

Interfaces 1 x video out (Mini DIN 4)
keyboard (onscreen only)
2 x USB
1 x Ethernet (RJ45)

Power supply via cable reel

Storage 64GB CF-memory card (integrated)

Video format MPEG-4 / H.264

Supported image formats .BMP

Protection class IP40  (protect from humidity and 
moisture!)

Ambient temperature range 0 °C - 40 °C

Storage temperature range 0 °C - 40 °C

Dimensions (L x W x H) 342 x 236 x 75 mm

Weight 2 kg



EMOTIONAL TECHNOLOGY 

• Multi-functional, portable operator panel VC200

• Inspection according to predefi ned standards

• Extremely robust, yet fl exible push rod

• Meter counter

• Swivel arm to mount the mobile control panel 
VC200

• Mains or battery operation possible (optional)

• Side bag for storing the mobile control panel VC200, 
power cable and battery pack

Technical data - AR90

Drive manually (push rod)

Cable length 30 / 60 / 90 m

Meter-counter 1

Power supply:

Voltage 230 V AC / 115 V AC

Frequency 50 HZ / 60 Hz

Electrical current 0,45 A / 0,9 A

Fuse -

Ambient temperature range 0 °C - 40 °C

Storage temperature range 0 °C - 40 °C

Dimensions (L x W x H) 770 x 410 x 793 mm

Weight (incl. 60 m cable) approx. 27 kg

AGILIOS - Pan & tilt push camera system
The pan & tilt push camera system AGILIOS™  is designed for inspection of duct and pipe systems with pipe diameters starting at DN 50. The maximum 
length of the push rod is 90 m. In combination with the mobile control panel VC200 an inspection according to predefi ned standards can be carried out.



EMOTIONAL TECHNOLOGY 

• CCD-colour camera

• Homogeneous illumination through LED lighting

• Light control from 0 - 100%

• Impact-resistant lighting ring

• High sensitivity to light

• Constantly upright picture

• Location transmitter can be activated or switched over

• Stainless steel housing

• Optionally available as EX version

Technical data - AC52

Nominal pipe widths DN 60 up to DN 200

Pipe bend mobility as of DN 80

Pressure tightness up to max. 1 bar

Panning range -

Rotation range -

Illumination LED illumination 

View angle 74° horizontal (constantly upright picture)

Focus 20 mm - ∞

Optical zoom -

Digital zoom -

Resolution horizontal 420 TVL / PAL

Iris control fi xed

Sensitivity to light 0.3 Lux

Location transmission 512 / 640 Hz (to be activated at choice, 
switch between frequencies)

Drive -

Laser pointer -

Distance laser -

Internal pressure sensor Display via system status VC200

Angle sensor for panning -

Angle sensor for rotation -

Protection class IP68 up to 10 m water depth

Ambient temperature range -10 °C - 50 °C

Storage temperature range -10 °C - 50 °C

Material stainless steel

Dimensions (L x W x H) 210 x 52 x 52 mm

Weight 0.85 kg

AC52 - Axial camera Ø 60 mm - 200 mm
The axial camera AC52 is used in combination with the AGILIOS™ - pan & tilt push camera system. Its application area starts at DN 60. The axial 
camera AC52 is characterized by its high-grade design, excellent optical qualities and a constantly upright picture.

Cameras


